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Cable Trunking & Ducting StandardCable Trunking & Ducting StandardCable Trunking & Ducting StandardCable Trunking & Ducting Standard

Torque ValueTorque ValueTorque ValueTorque Value

RevisionRevisionRevisionRevision

Material StandardMaterial StandardMaterial StandardMaterial Standard

Lid FixingLid FixingLid FixingLid Fixing

Data Sheet ReferenceData Sheet ReferenceData Sheet ReferenceData Sheet Reference

Quality RecognitionQuality RecognitionQuality RecognitionQuality Recognition

2.01

3 N mRetained Toggle

Gusset Tee Inside Lid

BS EN 50085-1 & BS EN 50085-2-1 BS EN 10346     (Pre Galv)

Fast fitting               reduces      
installation time by as much as 80%

 as standard

                                           of fast fitting and 
innovative Cable Management Solutions

UniBoltUniBoltUniBoltUniBolt

IP4X compliantIP4X compliantIP4X compliantIP4X compliant

Completes the rangeCompletes the rangeCompletes the rangeCompletes the range

✓

✓

✓

Size Width Height

GIT22 50.8 50.8

GIT32 76.2 50.8

GIT33 76.2 76.2

GIT42 101.6 50.8

GIT43 101.6 76.2

GIT44 101.6 101.6

GIT62 152.4 50.8

GIT63 152.4 76.2

GIT64 152.4 101.6

GIT66 152.4 152.4

GIT82 203.2 50.8

GIT83 203.2 76.2

GIT84 203.2 101.6

GIT88 203.2 203.2

GIT92 228.6 50.8

GIT93 228.6 76.2

GIT94 228.6 101.6

GIT96 228.6 152.4

GIT99 228.6 228.6
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